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H.C. Lin
Jeffry Chen

H.C. Lin
Jeffry Chen
31-Mar-2008

1.Add touch panel on LCM.
Tony Chan
Jeffry Chen
25-Jul-2007

H.C. Lin
Jeffry Chen

1. Improve display performance.
2. Modify the module number from
    UMSH-8065MD-T to UMSH-8065MD-7T.

H.C. Lin
Jeffry Chen

1.Modify the module number from
   UMSH-8065MD-T to UMSH-8065MD-8T.
2.Change to car-using specification.
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UMSH-8065MD-12T
Version No. 0

H.C. Lin
Jeffry Chen
21-Sep-2007

1. Add touch panel on LCM.
2. Modify the module number from
    UMSH-8065MD-11T to UMSH-8065MD-12T.

H.C. Lin
Jeffry Chen
4-Jul-2008

H.C. Lin
Jeffry Chen

UMSH-8065MD-2T
Version No. 0

1.  Add AD board on LCM.
2.  Modify the module number from
     UMSH-8065MD-1T to UMSH-8065MD-2T.

H.C. Lin
Jeffry Chen

UMSH-8065MD-1T
Version No. 0 1.Modify the FPC interface pins.

UMSH-8065MD-3T
Version No. 0

1. Add touch panel on LCM.
2. Modify the module number from
    UMSH-8065MD-1T to UMSH-8065MD-3T.

H.C. Lin
Jeffry Chen

UMSH-8065MD-4T
Version No. 0

H.C. Lin
Jeffry Chen

UMSH-8065MD-5T
Version No. 0

1. Change to car-using specification.
2. Modify the module number from
     UMSH-8065MD-1T to UMSH-8065MD-4T.

1. Modify the module number from
    UMSH-8065MD-4T to UMSH-8065MD-5T.
2.Add touch panel on LCM.

UMSH-8065MD-11T
Version No. 1

1. Modify the specification of DC Characteristics.
2. Modify the description of interface pin.
3. Modify the Back-light only Specification

UMSH-8065MD-11T
Version No. 0

1.Modify the module number from
   UMSH-8065MD-T to UMSH-8065MD11T.
2.Modify the LED backlight to high brightness(500cd/㎡).

UMSH-8065MD-6T
Version No. 0

UMSH-8065MD-7T
Version No. 0

UMSH-8065MD-8T
Version No. 0

Description

Revision record

UMSH-8065MD-T
Version No. 0

Tony Chan
Jeffry Chen
18-Jul-2007
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18 UMSH-8065MD-19T(REVT)
Version No. 2 Modify the LCM Packing.

William Don
Eric Wang
17-Mar-2021

1. Improve the T/P newton ring.
2.  Modify the module number from
    UMSH-8065MD-12T to UMSH-8065MD-18T.

UMSH-8065MD-18T
Version No. 0

Ken Lin
Jeffry Chen
11-Mar-2010

1.Modify the Back-light only SpecificationUMSH-8065MD-18T
Version No. 1

Ken Lin
Jeffry Chen
23-Apr-2010

1.  Change T/P number to URA-035001MA-2.
2. Modify the module number from
    UMSH-8065MD-18T to UMSH-8065MD-19T.

Description

Revision record

UMSH-8065MD-12T
Version No. 1 1.Modify the Back-light only Specification

H.C. Lin
Jeffry Chen
12-Dec-2008
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UMSH-8065MD-19T
Version No. 0

Jenny Huang
Jeffry Chen
18-May-2010

UMSH-8065MD-19T(REVT)
Version No. 1 Modify the outline dimension . William Don

04-Aug-2016

UMSH-8065MD-19T(REVT)
Version No. 0

1. Modify the supplier of the Resistance T/P.
2. Modify the outline dimension.
3. Redraw the block diagram.
4. Modify the module number from
    UMSH-8065MD-19T toUMSH-8065MD-19T(REVT).

William Don
Dennis Lee
27-Aug-2014

U.R.T.
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1. BASIC SPECIFICATION

1.1 Mechanical specifications
Items

Dot Matrix 

Module Size (W x H x T)

Active Area (W x H)

Dot Pitch (W x H)

Driving IC Package

1.2 Display specification

LCD Type
LCD Mode

Pixel arrangement
Backlight Type 
Viewing Direction(Gray inversion) 1

-
Polarizer Mode

Page: 

RGB-stripe
LED

-
-

 Color tone is slightly changed by temperature and driving voltage.

Note 1 : The viewing direction defined in this specification is according to the rubbing direction of its

              TFT surface treatment by the TFT glass manufacturer. The grayscale inversion is at this direction

               as well. However, the optimal viewing direction for human view is normally where the color

              does NOT change to grayscale inversion, and this would be the opposite site of the specified

              viewing direction in this specification. In any case we advise customers to judge by themselves,

              and be aware of this phenomenon.

 * The maximum color depth of this driver IC is 262K colors ,not 16.7M.

-
-
-

5

6 O'clock Direction

Revision 18 ;  UMSH-8065MD-19T(REVT)  Ver. 2 ; March-17-2021

0.219 x 0.219

a-Si TFT
TN/Normally White

Display Descriptions Note

COG

Nominal Dimension Unit

Pixel

mm.

320*RGB*240

76.9 x 63.9 x 4.3

Active screen size 3.5” diagonal -

Color depth 262K color

mm.

mm.

70.08 x 52.56

Polarizer Surface
Transmissive

-

Interface 8-bits serial/24-bits parallel RGB
 / CCIR601/656 -

Normal

Module Weight 43±10% g

U.R.T.



1.3 Outline dimension 
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Structure and Area definition

A:Active area
   The area which guarantees a touch panel operation
   withthefollowing characteristics when passed.
   (1)Operation force,       (2)Electric characteristics,
   (3)Tapping durability,    (4)Pen sliding durability.
B:operatiom non-guaranteed area
   The area which does not guarantee a touch panel
   operation and its function.when this area is
   pressed,touch panel shows degradation of its
   performance and durability such as a pensliding
   durability becomes about one-tenth compared with
   theactive area(Area-(a) as guaranteed area) and its
   operation forcerequires about double. About 0.5mm
   outside from a boundary of the active corresponds
   to this area.
C:Pressing prohibition area.
   The area which forbids pressing,because an excessive
   load is applied a transparent electrode and a serious
   damage is given to touch panel function by pressing.
D:Non-Active area
   The area which does not activate even if passed.

A

Case

Pen

Transparent

electrode(ITO)
Frame

Gasket/Cushion

ITOFilm

ITOGlass



1.4 Block diagram:
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1.5 Interface Pin Connection:
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2. ELECTRICAL CHARACTERISTICS

2.1 Absolute Maximum Ratings
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2.2 DC Characteristics

2.2.1  Back-light Characteristics 
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2.3 AC Characteristics

2.3.1  8-bits serial/24-bits parallel RGB

Figure 1. Pixel Timing

Figure 2. tRES Timing

Table 1. Pixel & tRES Timing
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Figure 3. Data Transaction Timing in Parallel RGB (24 bit) Interface (SYNC Mode)

Figure 4. Data Transaction Timing in Parallel RGB (24 bit) Interface (DE Mode)
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Table 2. Data Transaction Timing in Normal Operating Mode
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2.3.2  CCIR601 Timing
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6.  DATE CODE OF PRODUCTS

● Date code will be shown on each product :  

●  YY  MM DD - XXXX

Year  Month  Day - Production lots no.

● Example: 121108 - 0 0 0 3 ==> Year 2012, November,8th , Production lots no.0003

Note ：  The lot no. attached on the packing box will be used for tracking once
the part is too small to print the date code.
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8. INSPECTION STANDARD

8.1. QUALITY :
THE QUALITY OF GOODS SUPPLIED TO PURCHASER SHALL COME UP TO THE FOLLOWING STANDARD.

8.1.1. THE METHOD OF PRESERVING GOODS
AFTER  DELIVERY OF GOODS FROM U.R.T. TO PURCHASER. PURCHASER SHALL CONTROL THE LCM
AT -10 ℃ ∼　40 ℃ ,AND IT MIGHT BE DESIRABLE TO KEEP AT THE NORMAL ROOM TEMPERATURE
AND HUMIDITY UNTIL INCOMING INSPECTION OR THROWING INTO PROCESS LINE.

8.1.2. INCOMING INSPECTION
(A) THE METHOD OF INSPECTION

IF    PURCHASER   MAKE   AN    INCOMING   INSPECTION  ,     A   SAMPLING    PLAN    SHALL   BE 
APPLIED   ON   THE   CONDITION   THAT   QUALITY   OF   ONE    DELIVERY   SHALL    BE 
REGARDED   AS   ONE   LOT.

(B) THE STANDARD OF QUALITY
ISO-2859-1 ( SAME AS MIL-STD-105E ) ,  LEVEL Ⅱ SINGLE  PLAN.

CLASS AQL(%)
CRITICAL 0.4   %
MAJOR 0.65  %
MINOR 1.5   %
TOTAL 1.5   %

EVERY ITEM SHALL BE INSPECTED ACCORDING TO THE  CLASS.
(C) MEASURE

IF AS THE RESULT OF ABOVE RECEIVING INSPECTION , A LOT OUT IS DISCOVERED.
PURCHASER SHALL BE INFORM SELLER OF IT WITHIN SEVEN DAYS. BUT FIRST SHIPMENT
WITHIN FOURTEEN DAYS.

8.1.3. WARRANTY POLICY
U.R.T. WILL PROVIDE ONE-YEAR WARRANTY FOR THE PRODUCTS ONLY IF UNDER SPECIFICATION 
OPERATING CONDITIONS.  U.R.T. WILL REPLACE NEW PRODUCTS FOR THESE DEFECT PRODUCTS 
WHICH UNDER WARRANTY PERIOD AND BELONG TO THE  RESPONSIBILITY OF U.R.T.

 

8.2. CHECKING CONDITION
8.2.1. CHECKING DIRECTION SHALL BE IN THE 45 DEGREE AREA FROM  VIEWING DIRECTION.
8.2.2. CHECKER SHALL SEE OVER 300±25 mm. WITH BARE EYES FAR FROM SAMPLE  AND  USING  2  PCS.

 OF 20W FLUORESCENT  LAMP.
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8.3. INSPECTION  PLAN :

CLASS                        ITEM JUDGEMENT  CLASS

1. OUTSIDE AND INSIDE PACKAGE "MODEL NO." , "LOT NO." AND "QUANTITY" 

PACKING &  SHOULD  INDICATE ON THE PACKAGE.

INDICATE 2. MODEL MIXED AND  QUANTITY OTHER MODEL MIXED................REJECTED 

 QUANTITY SHORT OR OVER......REJECTED
3. PRODUCT  INDICATION "MODEL NO." SHOULD INDICATE ON

 THE PRODUCT

 4. DIMENSION, ACCORDING  TO  SPECIFICATION OR

ASSEMBLY     LCD GLASS  SCRATCH   DRAWING.

    AND  SCRIBE DEFECT.

5. VIEWING  AREA POLARIZER EDGE OR LCD'S SEALING LINE

  IS VISABLE IN THE VIEWING AREA

         ……..REJECTED

6. BLEMISH、BLACK SPOT、 ACCORDING TO STANDARD OF VISUAL

   WHITE SPOT  IN THE LCD INSPECTION ( INSIDE VIEWING AREA )

   AND LCD GLASS CRACKS

7. BLEMISH、BLACK SPOT ACCORDING TO STANDARD OF VISUAL

APPEARANCE   WHITE SPOT     AND  SCRATCH INSPECTION ( INSIDE VIEWING AREA )

    ON THE POLARIZER

8. BUBBLE IN POLARIZER ACCORDING TO STANDARD OF VISUAL

 INSPECTION ( INSIDE VIEWING AREA )

9. LCD'S RAINBOW COLOR STRONG DEVIATION COLOR (  OR NEWTON

RING) OF LCD......REJECTED.

OR ACCORDING TO LIMITED SAMPLE 

(  IF NEEDED, AND INSIDE VIEWING AREA )

10. ELECTRICAL  AND  OPTICAL ACCORDING  TO  SPECIFICATION OR

      CHARACTERISTICS  DRAWING . ( INSIDE VIEWING AREA )

   ( CONTRAST、VOP、

CHROMATICITY … ETC )
ELECTRICAL 11.MISSING LINE MISSING  DOT、LINE、CHARACTER

....REJECTED

12.SHORT CIRCUIT、 NON DISPLAY、WRONG PATTERN

     WRONG PATTERN DISPLAY  DISPLAY、CURRENT CONSUMPTION

 OUT OF SPECIFICATION...... REJECTED

13. PIN HOLE、PATTERN DEFORMITY ACCORDING TO STANDARD OF VISUAL

 INSPECTION

Minor

Critical

Critical

Critical

Minor

Minor

Minor

Minor

Minor

Major

Major

Minor

Critical
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8.4. STANDARD OF VISUAL INSPECTION
NO.

(A) ROUND TYPE: unit : mm.

Φ ≦  0.1
  0.1   < Φ ≦  0.25
  0.25 < Φ

NOTE: Φ=(LENGTH+WIDTH)/2

(B) LINEAR TYPE: unit : mm.
LENGTH 

------  W ≦0.03
L ≦ 5.0 0.03 <  W ≦0.07
------ 0.07 <  W

unit : mm.

  BUBBLE IN POLARIZER Φ ≦0.2
  DENT ON POLARIZER   0.2 < Φ ≦  0.5

  0.5   < Φ

 Dot Defect Bright dot
 Dark dot

Pixel Define :

 

Note 1: The definition of dot: The size of a defective dot over
   1/2 of whole dot is regarded as one defective dot.

Note 2: Bright dot: Dots appear bright and unchanged in size 
   in which LCD panel is displaying under black pattern.

Note 3: Dark dot: Dots appear dark and unchanged in size in 
   which LCD panel is displaying under pure red, green 
   ,blue pattern.

JUDGEMENTCLASS

MINOR

MINOR

MINOR

ITEM

3(Distance>5.0mm)
DISREGARD

 BLACK AND WHITE SPOT
 FOREIGN MATERIEL
 DUST IN THE CELL
 BLEMISH
 SCRATCH

ACCEPTABLE  Q'TY

8.4.1

8.4.2

DISREGARD
3(Distance>5.0mm)

0

 DIAMETER   (mm.)

ACCEPTABLE  Q'TY

FOLLOW  ROUND  TYPE

DIAMETER 

38

0

WIDTH

ACCEPTABLE  Q'TY
DISREGARD

2(Distance>5.0mm)

Items ACC.  Q'TY
N≦ 4 (Distance>5.0mm)

Page: 

N≦ 4(Distance>5.0mm)

8.4.3

U.R.T

Pixel

Dot DotDot

Pixel

Dot DotDot



NO. CLASS ITEM JUDGEMENT

8.4.4 CHIPPING Y >  S 
REJ.

8.4.5 CHIPPING X or Y >  S
REJ.

8.4.6 GLASS  CRACK   Y  >  (1/2) T
REJ.

1.    a> L/3 ,  A>1.5mm.
8.4.7 SCRIBE DEFECT REJ.

 2.  B :  ACCORDING 
 TO DIMENSION

8.4.8 CHIPPING Φ= (x+y)/2 > 2.5 mm 

( ON THE TERMINAL  AREA ) REJ.

8.4.9 CHIPPING Y > (1/3) T 
( ON THE TERMINAL SURFACE ) REJ.

8.4.10 CHIPPING Y >  T REJ.
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MINOR

MINOR

MINOR

MINOR

MINOR

MAJOR

MAJOR
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8.5 INSPECTION STANDARD OF TOUCH PANEL

NO. CLASS

8.5.1 MAJOR Reject

Accept

Accept  

Accept

5 ea Max.

Accept
3 ea Max.

JUDGEMENTITEMS

Touch Panel
Crack

Corner

Touch Panel
Chipping

Edge

X≦2mm, Y≦2mm,
Z＜1/2T

Accept

X≦3mm, Y≦3mm,
Z＜1/2T

Can not be removed

Φ≦0.35mm

Φ≦0.2mm

0.2mm＜Φ≦0.5mm

0.35mm＜Φ≦1.0mm
Distance ＞5.0mm

Φ＞1.0mm

0.03mm＜W≦0.05mm, L≦5mm

Reject 

Touch Panel
White Haze Mark / Dust

MINOR

Scratch
Dust and Foreign material

(Round Type：Φ=(Length+Width)/2)

Reject

40

MINOR

Page: 

Touch Panel
Dent / Fish Eyes

8.5.2

8.5.8

8.5.5

8.5.3

8.5.6

8.5.4

8.5.7

MINOR

MINOR

MINOR

Accept
3 ea Max.

Accept  

Touch Panel
Air Bubble

W≦0.05, L≦10mm

Φ＞0.5mm

Reject Φ＞0.35mm

MINOR

Scratch
Dust and Foreign material

(Linear Type)
0.05mm<W≦0.07mm；L≦5.0mm

0.25mm＜Φ≦0.35mm

Φ≦0.25mm

W>0.07mm

MINOR Touch Panel
Printing area Scratch

W≦0.03, L≦10mm Accept  

Accept
3 ea Max.

W＞0.05mm or L＞5mm
( W>0.05 Follow 8.5.4 Round type )

Reject

Accept
3 ea Max.

Accept

Accept  

Reject

Reject

U.R.T.

Z

X

T

Y

YX

Z

T




